4.3 Dieckmann stratacut bits

Dieckmann stratacut bits are designed for
maximum core recovery and penetration rates
in soft to medium formations. They are parti-
culary applicable in soft, sticky formations
where performance of large stones diamond
bits may be marginal. Dieckmann stratacut
non coring bits have best results in undergro-
und drilling. Stratacut tools can economically
replace tungsten carbide tools.

4.4 Dieckmann synset bits

The stratacut cutters have a thin layer of poly-
crystalline synthetic diamonds bonded on a
tungsten carbide backing. They are imbedded
in a tungsten carbide matrix.

Dieckmann stratacut coring and non coring
bits are available in most sizes for most stan-
dard core barrels and all drill rods.

Dieckmann synset bits utilize a new type of
thermally stable, sslfsharpening synthatic
polycrystalline diamond setted in a tungsten
carbide matrix.

The synthetic diamond cutter is positioned for
aggressive shearing and plowing action and

maximum drilling live in medium to hard for-
mations.

Dieckmann synset coring and non coring bits
are available in all sizes for all standard core
barrels and all dnll rods.
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4.5 Dieckmann diamond hole openers

Dieckmann diamond hole openers are used
to increase the diameter of already drilled
wells,

We produce these tools with or without pilot,
for pushing or pulling action according to
customers requirements in all dimensions,

4.6 Dieckmann diamond reaming shells

Matrix

For all diamond reaming shells Dieckmann
uses an extremly abrasive resistant tungsten
carbide matrix. It is suitable for all require-
ments,

Diamond qualities

All diamond qualities are available, but stan-
dard is Economy quality.

Diamond sizes

All diamond sizes are available, but standard is
40/60 spc.

Profiles

Two different profiles are available and that are

ring type and spiral type. Ring type is stan-
dard.
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Remarks:

The following tables are just a recommenda-
tion. Dieckmann is able to deliver all possible
combinations of diamond gualties, diamond
sizes, diamond weights and prohles.

Alzo non standard diameters are available on
reguest,

If a type of reaming shell not shown in the
tables is required, Dieckmann will probably
have all necessary data to produce the rea-
ming shell. ¥ not, a drawing or a sample will be
sufficient for us to do it
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